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HIGH SPEED CURRENT METER
o]\ BV:S @ (Officlally recognized by MITI)

With built-in memory and water-proof

Designed for measuring weak and strong currents in
rivers, waterways and others. Developed as a result of
improvement of CM-1A electric current meter.

Features

# Portable type

+ Plastic-molded propeller

# Direct reading [AnalogCM-IAN] [Digital:CM-1AX

& Built-in memory function

* Water-proof

# Easy-to-read Liquid Crystal Display [CM-1AX

# No Generating-power type [CM-1AN

Measuring range

0.10~6.00m/s(Range recognized by MITI: 0.1~4m/s)
Mean velocity setting time

(CM-1AX] d-mode(2, 20, 40 & 60sec.)is selectable.
Memory function

[CM-1AX] MAXS00DATA(Time and measured data)
Printer output [CM-1AX] Centronics base(Option)
Power source [CM-1AX] Dry-cell battery, UM-2, dpes.
or DC12V (Option)

Life of battery

[CM-1AX] About 24 hours for continuous use
Dimensions & Weight

Dimensions (ss) Weight (s Remarks |
Sefsor | 4114 %420 5.0 :
Cabiyre cord | 46 20m (Standard) 1.2 |TenliyMore than iz |
Mezsenger | é5%20m(Standard) 0,9 | TerstyMore than 10
EOFIAN batie |92 1304 40 0.45
CHEIAY dlor | 80154 < 190 095 {ncluding batteries
Carying case | 350 % 470 x 180 4.4 [Made of duralumin |

* The diameter of a propeller protection ring
Options # Weight # External output (0=1V, RS.232C, etc.)
[CM-1AX]



